
REMOTE ANTENNA
High Performance Antenna for SignalFire Radios

www.signal-昀椀re.com | 140 Locke Drive, Suite B, Marlborough, MA 01752 USA | 978.212.2868

FEATURES

HIGH PERFORMANCE ANTENNA FOR SIGNALFIRE 

RADIOS

PERFECT FOR DIN MOUNTED GATEWAYS AND 

INPUT/OUTPUT MODULES

AVAILABLE WITH RP-SMA OR N-MALE COAX 
CONNECTION

• High gain omni-direc琀椀onal antenna
• Integrated ground plane
• Rugged fully enclosed antenna
• Designed for outdoor environments
• 3/4" NPT 昀椀琀�ngs allows for easy moun琀椀ng
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STANDARD CONFIGURATION ORDER CODES

REMOTE ANTENNA
High Performance Antenna for SignalFire Radios

TECHNICAL SPECIFICATIONS DIMENSIONS
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ORDER CODE DESCRIPTION

ANT-WP-RPSMA-20 Remote mount antenna, 20ft RG58 cable, 

RP-SMA connector

ANT-WP-RPSMA-30 Remote mount antenna, 30ft RG58 cable, 

RP-SMA connector

ANT-WP-N-20 Remote mount antenna, 20ft RG58 cable, 

N-Male connector

ANT-WP-N-30 Remote mount antenna, 30ft RG58 cable, 

N-Male connector

Frequency Range:  

902-928 MHz

Gain:  

+5 dBi

VSWR:  

<1.7:1

Impedance:  

50 Ohm Nominal

Polariza琀椀on:  
Ver琀椀cal

Opera琀椀ng Temp:  
-40°F to 185°F  
(-40°C to +85°C)

Cable Type:  

RG-58 Coax Cable

Fi琀�ng:  
¾” NPTF
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REVISIONS

REV. DESCRIPTION DATE APPROVED

A ASSEMBLY DRAWING 5/15/2019 S. BLODGETT

D

C

B

A

B

C

D

12345678

8 7 6 5 4 3 2 1

E

F

E

F

965-0022-01
SHEET 1 OF 1

5/1/2019S.BLODGETT

A

UNLESS OTHERWISE SPECIFIED:

1:2

REVDWG.  NO.

TITLE:

NAME DATE

COMMENTS:

Q.A.

MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH

MATERIAL

INTERPRET GEOMETRIC
TOLERANCING PER:

DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL
ANGULAR: MACH      BEND 
TWO PLACE DECIMAL    
THREE PLACE DECIMAL  

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
SIGNALFIRE TELEMETRY.  ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
SIGNALFIRE TELEMETRY IS 
PROHIBITED.
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